
Hostalen GD 4755

Polyethylene, High Density

Product Description

Typical applications are beverage closures and engineering parts. Resin combines good toughness with good ESCR and organoleptic properties 

Product Characteristics

	Status
	Commercial: Active

	Test Method used
	ISO   

	Availabilty
	Europe, Asia-Pacific, Australia/NZ, Africa-Middle East, Latin America 

	Processing Method
	Injection Moulding, Compression Moulding 

	Features
	Density, High, ESCR, High (Stress Crack Resist.), Organoleptic Properties, Good, Toughness, Good 

	Typical Customer Applications 
	Injection Moulded Caps and Closures 


	Typical Properties
	Method
	Value
	Unit

	Physical

	Density 
	ISO 1183
	0.953
	g/cm³

	Melt flow rate (MFR)
	ISO 1133
	
	

	    (190°C/2.16kg)
	 
	1.9
	g/10 min

	    (190°C/5.0kg)
	 
	6.0
	g/10 min

	Spiral flow length (2mm/750bar/250>C) 
	Basell Method
	390
	mm

	  Note: measured @ 250°C

	Mechanical

	Tensile Modulus 
	ISO 527-1, -2
	1100
	MPa

	Tensile Stress at Yield 
	ISO 527-1, -2
	27
	MPa

	Tensile Strain at Yield 
	ISO 527-1, -2
	10
	%

	ESCR (Basell) 
	Basell Method
	6
	hr

	  Note: Measured by FNCT test (ISO/CD16770) 2.5MPa, 2% Arkopol, 80°C

	Hardness

	Shore hardness 
	ISO 868
	62
	 

	Ball indentation hardness (H132/30)
	ISO 2039-1
	51
	MPa

	Thermal

	Vicat softening temperature (B50 (50°C/h 50N))
	ISO 306
	75
	°C

	 

	Notes

	Typical properties; not to be construed as specifications.


Further Information

For assistance in Europe please call:
France +33 1 49 64 58 00, Holland +31 168 384 400, Spain +34 93 365 2000, 
Italy +39 02 67 121, Germany +49 61 31 20 70 , UK +44 1244 670 000 
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